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IMPORTANT BATTERY INFORMATION

The ZoneMaster is designed to operate from a 6v supply using 4 x AAA size
cells. Do NOT attempt to fit a9v PP3/ 6F22 / MN1604 type battery as this will
cause severe damage to the electronic circuits in the unit and invaidate the
guarantee.

Werecommend a kaline type batteriesfor long reliable service. Suitable batteries
include:

Varta type 4003

Duracdl type MN2400

Ever-Ready type LR03

Nickel-cadmium rechargeable cells (AAA size) can aso be used.

Replace the batteries if the ZoneMaster s display becomes dim or the meter
behaveserratically. Removethe cover on the back of the ZoneMaster and extract
the battery pack. Replacethefour cells ensuring correct polarity, then replace the
pack and cover. Always replace al four cells at the same time.

Standby Mode

The ZoneMaster incorporates a standby mode which it will automatically enter
after 30 seconds after the last button was pressed. This saves battery life by
turning off the display. To wake up the meter, press any key. While the Zone-
Master is in standby, the decimal point of the Grade display will flash.

GUARANTEE

This equipment is guaranteed against faulty components or manufacture for a
period of two years from the date of original purchase. Should afault develop
within this period, please telephone us for advice before returning the unit.  If
there is a fault, we will repair or replace (at our option) the equipment a no
charge. This guarantee does not affect your statutory rights. Damage due to
misuse of the equipment, and any consequential loss arising out of the use or
misuse of the equipment are not covered by this guarantee.

This product is designed and constructed
in accordance with applicable European

Standards
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Introduction

Thank you for choosing The ZoneMaster, the enlarging meter designed by pho-
tographers for photographers.

While it incorporates a system of calculating an appropriate exposure for the
negetive, the ZoneMaster is not an automatic meter ; it does not replace the
intelligence or stifle the creativity of the photographer. It alows you to pre-
visualise and manipulate the print according to your taste without the need for
making test strips.

The ZoneMaster is intended for Black and White printing, using fixed and
variable contrast papers. Built-in basic calibration suits lIford Multigrade IV RC
paper together with a tungsten-illuminated enlarger and Ilford s Under-the-Lens
Multigrade Filter Set. The use of discrete filters will ensure best results with
minimum calibration; however the ZoneMaster can easily be calibrated to suit
your own equipment, preferred materials and methods. The ZoneMaster uses a
sensor which measures a3 mm diameter spot of the projected image. The display
indicates grade and exposure information; it isthe control and presentation of this
information which is significantly different to other meters.

For accurate enlarger control, the ZoneMaster can be linked to the RH Designs
Timer2 dual-mode enlarger timer. The calculated exposure times will automati-
caly be transferred to the timer.

Features

Print Tone Control

The ZoneMaster can record and display up to eight spot measurements from the
negative as projected on the enlarger baseboard, and will suggest an initial ex-
posure based on the average tona value for the selected paper contrast grade.
Each exposure reading lights a LED alongside a 15 segment grey scale, thereby
indicating the equivaent tone on a print made using the current time and grade
settings. It is possible to adjust exposure and paper contrast using this grey scale
display to visualise and refine the print tones without making a test print.

Film Development Control

The ZoneMaster incorporates a densitometer function. Each time ameasurement
is made, the display shows the image intensity relative to the brightest sample
taken. In combination with acontrolled exposure of the negative with areference
subject (e.g. a Zone System test), negative contrast control and film-to-film de-
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